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AOK was founded in 1997. With decades of profound understanding of products and rich
industrial application experience, rigorous manufacturing process and modular precision design,
AOX provides the most professional automatic control products and solutions for various severe
working conditions (such as military, nuclear and other fields). Whether in harsh environments or
under various operating requirements specified by users, AOX actuators can not only meet high

safety standards, but also prove the reliability and robust design of their products. EU CE certification
AOK has always focused on the modular design of products. The diversified components ensure DNVGL certification

that the products can be assembled according to customer needs, and provide various customized CCS certification

products to meet customer needs. ATEX certification

SIL3 certification
CCC certification
1ISO9001 /1S014001 / 1ISO45001



| Product Characteristics
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Protection level up to IP67 Easy keep handle wrench

By improving the concave and convex The handle wrench is placed on the
structure of the upper and lower cover of mechanical limit bolt,it's easy to store
the product, the sealing is more reliable. on site.

Reliable transmission part

1.The gear box is made of aluminum alloy Uvertarque protection

to avoid the cracking problem of gear box .
2.Gear with 40 chromium steel treated by
finishing the two heat, It is more solid and
reliable,wear resistance and fatigue
resistance is stronger.

It can provide Overtorque protection,
automatically disconnect the motor
power supply when the valve is
jammed, which can providing safe
operation in overload condition.

Lower motor temperature

By increasing the size of the motor,under
the same power,reducing the capacitance
and starting current,thereby reducing the

degree of fever.

Installing

Mounting base according to 1SO5211
standard, Removable drive bushing for
easy machining and mounting.

Quicker and easier adjustment

By improving the electrical cam structure,
Integrate the four cam into two, isolated
with butterfly spring, pressed with locking
nut above.Limit can remain stable at ultra
high and low temperature.

Patented products, Counterfeiting not allowed.
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| Product Overview

"AOX-VR-M" series multi-turn electric actuators have compact structure and excellent weather resistance
and earthquake resistance. When the actuator is powered off, the self-locking transmission mechanism
ensures that the valve position remains unchanged, and Is provided with an electrical limit to prevent over
travel. Removable drive adapter sleeve, easy to process. The bottom installation size meets 1S0O5210

standard. It is commonly used for gate valves, globe valves, diaphragm valves, plunger valves, throttle
valves, water gates, etc.

| Description
Torque range: 50~100Nm

Provide Exd || CT5/ExtD a211P67 T95 C explosion proof enclosure
DNVGL,CCS,SIL3,CE,ATEX
Basic control mode:

— On-Off type

— Modulating type

— Continuous modulating type

According to customer requirements, provide different types of control:

— ON-OFF TYPE

— MODULATING TYPE (PCU)

Cerfiicate of Compliance 'ﬁfﬁ\
— MODULATING TPYE(PCU WITH LOCAL BUTTON) e

Solutions for special applications:

— Foundation and crank arm
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Functional S5afety Certlificate
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| Working Environment

Sealing protection -------===----------- Conforms to GB/4208-2017 standard, |IP67 (standard, all connection
surfaces are set with O-ring seal) protection level, available Optional IP68
(double O-rings are set on all connecting surfaces).

Explosion protection level------------ According to GB/3836, |IEC, CU-TR standard, Exd design. ATEX, CCC
certification, meet all potential in explosive environments (such as oil, gas,
chemical, power, metallurgy and the emerging gas industry, etc.).

Anti-corrosion protection ----=====u-- Is anodized and polyester powder coated, standard coloris AOX grey
(similarto RAL7039), corrosion resistant Strong corrosion resistance,
suitable for working conditions such as industrial corrosive environment

(chemical, alumina plant) or marine corrosive environment (offshore/sea).
Ambient temperature-----------———---- Standard: ON-OFF TYPE, MODULATING TYPE ( -30 T~+75 C)

Low temperature: ON-OFF TYPE, MODULATING TYPE (-60C~+50TC )
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| Basic Control Methods

According to EN 15714-2 standard, to meet different application conditions and designs, there are three basic control
methods as follows

Type | On-Off type

The actuator drives the valve from fully open to fully closed or fully closed to fully open.

Type Il Modulating Type

The actuator sometimes needs to drive the valve to any position (fully open, midway position and fully closed).

Type Ill Continuous Modulating Type

The actuator frequently drives the valve to any position between fully open and fully closed.

For continuously adjustable actuators, the number of starts allowed and the load conditions are additionally referenced
to the characteristics.

The switching or regulating type is selected according to the different mechanical loads of the actuator. Therefore, each
actuator type can be used in various operating modes.

Working mode 52-15min/30min S2-15min/30min S4-25%/50%
Model Name
Applicable control functions General Type On-Off type PCU Continuous Modulating Type

Note: the number "1" after the model represents the voltage AC 1ph; "2" stands for voltage AC 3ph; "3" represents voltage DC, such as PCU1 (AC 1ph ordinary regulating type)

| Control Functions

On-off type

Position indicator
The convex mirror position indicator can clearly observe the position from
multiple angles. The indicator is connected with the output shaft in straight
line, which shows accurate and has better protection performance.
The elastic clamp type indicator head is simple to adjust, and the indicator
mirror cover can also be adjusted 360 degrees.

The torque sensor

Once the torque setting is completed, the ejector pin compresses the spring
until the switch trips.

Since this unique system is mechanically frictionless, the equipment can
operate for long periods of time without the support of accessories such as
batteries.

Modulating type(PCU)

Signal setting
nput (setting) and output (feedback) signals are completely isolated.

nput/Output: 4-20mA(standard) Input impedance 160Q
nput/Output: 0-10V, 1-5V, 0-20mA, etc. (optional)

Analog output

Current: Maximum acceptable load is 750Q at 24VDC supply

Voltage: Minimum acceptable load is 50KQ (shunt resistance 500Q) )
Adjustment accuracy

Factory standard accuracy 0.7%
Accuracy 0.2%~0.5% can be set
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Modulating Tpye ( PCU with local button)

On the basis of the Modulating Tpye ( PCU) upgrade, backpack external LED digital display and
field operation button, can be set and debug through the field operation button, the status indicator
shows the current operation status; When a fault occurs, the LCD displays different fault codes for

easy diagnosis.
LED Digital display

Net weight percentage of digit tube display code value.
When the alarm is triggered, indicate the alarm information first.

Status light

_ Distance light

@ On position light
Local button

“A/M” Key: can change the field and remote control mode; The default is remote control.

Alarm light
Off position light

s==sk  Key: field open command/parameter increase.

=8 Key: field shutdown command/parameter reduction.

To prevent unauthorized operation or switching to the local working mode, it can be padlocked.

The above are the basic functions. For special requirements, please contact us.

| Outside view

AOX-VR-M20
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| Wiring diagram
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1.AOX-VR-M20 110/220VAC/50/60Hz,1Ph(On-Off type)
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2.AOX-VR-M20 110/220VAC/50/60Hz,1Ph(Modulating type PCU1)

There are too many types of wiring diagrams to list here. For details, please refer to the wiring diagram
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attached with the actuator.
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| Product specifications

Torque range
Shell material
Position indicator

External corrosion protection

Trave

Limit switch
Auxiliary limit switch
Torque switch

Self locking device
Output flange

output shaft

Seismic performance
lubrication

Manual operation
Handwheel

Motor power supply

Control power

Electric machinery
Failsafe/Operating Temperature
Heater

Wiring hole

Conformity with EC Directives

General specifications
- Direct installation:50-100Nm
Die cast aluminum

- Larger or quick opening optional AOX-M series

Even in case of power failure, the valve position dial can display continuous position changes
Enclosure protection

Paint system

- Polyester powder coating conforms to GBT 18593-2001 standard - Optional protection for highly corrosive condition

- Screws are all stainless steel screws

Travel/limit
= 360"
2x0pen/Close, SPDT, 250V AC 10A
2x0pen/Close, SPDT, 250V AC 10A
On/Off, SPDT, 250V AC 10A
Mechanical specifications
Worm gear and worm mechanism provide self-locking
The bottom installation dimension shall conform to ISO5211 international standard
The output shaft drive sleeve can be disassembled and machined for adaptability. Can be installed vertically or horizontally
XYZ10g, 0.2~34 Hz, 30 minutes
Aluminum base grease (EP type)
Mechanical clutch mechanism
Reliable, labor-saving, small size
Electrical specifications
110/220V AC 1Phase,380/440V AC 3Phase,50/60Hz, 110%
110/220V AC 1Phase,50/60 Hz,+10%
Squirrel cage asynchronous motor, insulation class H
Built in thermal protection, open/close 120 C+5 C
25~30W(220V AC) Anti condensation
2xM20%1.5
EC Directive

The actuator meets the following requirements

- 014/30/EU Electromagnetic Compatibility
The following harmonized standards - 2014/35/EU Low Voltage
+ General emission standard for industrial environment EN 61000-6-44 - Rotating electrical machine standard EN 60034-1

« General anti-interference standard for industrial environment EN 61000-6-4

| Standard parameters

NM
50
100

The above time is the reqular time of the actuator. If you need special time, please contact our company.

AOX-VR-M20

Rated current (A)
50Hz
KG

R/min MM w 220V
12 0.98
Max © 30 Max 27 x 27 90
> X X 27 % 103 15
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