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| Working EnvironmentlProduct Overview

Sealing protection ----The "AOX-Q" series has a compact structure, provides manual and automatic clutch, and ha s excellent
weather resistance and seismic resistance. When the actuator is powered off, the self-locking transmission
mechanism ensures that the valve position remains unchanged, and i s equippe d with electrical and

mechanical double limit to prevent over travel. The removable drive adapter sleeve facl tates processing,

and the bottom installation size complies with ISO5211 standard.It is commonly used for butterfly valves,

ball valves, dampers, flapper valves, plug valves, louver valves, multi way valves and various special valves.

- -- Conforms   GB/4208-2017 standard,IP67 (standard, all connection

surfaces are set with O-ring seal ) protection level, available Optional IP68

(double O-rings are set on all connecting surfaces).

Explosion protection level---------According to GB/3836,IEC,CU-T R standard, Exd design.ATEX,CCC

certification, meet all potential in explosive environments(such as oil, gas,

chemical, power, metal lurgy and the emerging gas industry,etc.).

|Description Anti-corrosion protection ----- Is anodized and polyester powder coated, standard color is AOX grey

(similar to RAL7039), corrosion resistant Strong corrosion resistance,

suitable for working conditions such as industrial corosive environment

(chemical, alumina plant) or marine corrosive environment (offshore/sea).

Ambient temperature----- -- Standard:

● Torque range: 50-6000Nm

● Exd |l CT5 Gb/ExtD a21IP67T95℃ explosion-proof housing avai lable (ATEX type optional)

● DNVGL、 CCS、 ATEX、 SIL3、 CU-TR、 CE、 CCC

● Basic control mode:
ON-OFF TYPE, MODULATING TYPE(-30 ℃~+75 ℃)

INTELLIGENT TYPE,NON-INVASIVE INTEGRATED TYPE (-25℃~+70℃)

LIGHT INDICATING TYPE(-25℃~+70℃)

Low temperature:

ON-OFF TYPE, MODULATING TYPE(60℃~+50℃)

INTELLIGENT TYPE.NON-INVASIVE INTEGRATED TYPE (-40℃~+60℃)

LIGHT INDICATING TYPE(-40℃~+60℃)

- ON-OFF MODEL

— MODULATING MODEL

一 CONTINUOUS MODELING MODEL

● Different control types are available according to customer requirements:

-ON-OFF TYPE

— MODULATING TYPE(PCU)

— LIGHT INDICATING TYPE(LCU)

— NON-INVASIVE INTEGRATED TYPE (SRCU)

— INTELLIGENT TYPE(ICU)

-FIELDBUS TYPE(ICU+SINGLE/DOUBLE CARD+ FIELDBUS NAME)

● Solutions for special applications:

—Splittype

一Foundation and crank arm

一Power off reset

一Interne t of Things
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